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Rapid collection and generation of high-
quality evidence data recognised in court. 
IK09 Robust, waterproof to IP67, and 
lightweight ensures a comfortable and 
hands-free day-to-day use. Fully 
independently tested and certified.  
Highly flexible and portable system with 
long battery lifetime for entire shift. 
Password encrypted and protected with 
Audax® software.  

Non removable fixed memory. Evidence 
securely stored & transferred only by USB 
/ Dock. 
Full recording integrity - No files can be 
altered, deleted or viewed by the user 
should the device be lost. 
Camera buttons can be easily activated 
and used in all climates and conditions.   
Built in GPS and secured 2.0inch colour 
LCD display for accurate reporting and 
sharing of information.

 
 

 

Sensor: 36Mp (Photo) 5Mp (Video) 
CMOS. 
Built in GPS for location fixing. 
AES 256 Encryption software and player. 
Choice of 7 x Recording Resolutions: 
2560 x 1080 @ 30fps, 2304 x1296 @ 
30fps, 1920 x 1080 @ 30fps, 1280 x 720 
@ 60fps, 1280 x 720 @30fps, 848 x 480 
@ 60fps, 848 x 480 @30fps. 
2.0inch TFT LCD high-res colour display. 
8 x hours of continuous record. 
Wide angle: 140° lens/ F.20. 
2 x IR Lights (Auto) for night-time 
recording up to 10m. 
32Gb memory capacity (or 64/128Gb) 
Large front button for recording. 
Front button photo / bookmark button. 
High quality dual built-in microphones 
and speaker. 
An Aux camera can be connected. 



  

 
 

User ID / Year / Month / Day / Hour / 
Minute GPS Location all embedded 
watermark into Video. 
User ID / Year / Month / Day / Hour / Minute 
embedded watermark into video recording. 
Unique ID (5 digits) / officer number (6 digits). 
Password protection: admin password 
required to access the user settings 
menu and for downloading or deleting 
recorded footage (files CANNOT be 
deleted directly from the unit, only 
when connected to a PC, for which the 
password is required) 
Pre-event record up to 30s @720p. 
Post-event recording: 10, 20, 30, 60, 
300 seconds after last recording. 
Burst photo: 5/10/15/20/25 per button press. 
User Indicators: audible, visual, and 
vibration confirm activation of ‘Record’ 
and ‘Stop Record’ functions. 
Battery capacity: 3200 mAh Lithium. 
Continuous recording time:  + 480 
minutes (8 hours). 
Charging time: 180 mins / standby time: 
+ 600 minutes 
USB 2.0 port. 
Playback: FF / Rewind 2x, 4x, 8x, 16x, 
32x, 64x. 
Dimensions: 77 x 57 x 26 mm. 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Weight: 142 g. 
Waterproof level: IP67. 
Drop resistance level: 2 meters. IK09  
Operating temperature: -20°C to +60°C. 
Storage temperature:  -30°C to +70°C. 
Working relative humidity:  40% to 80%. 
Storage relative humidity: ≤93% (40°C). 
The screen can be disabled in settings. 
Memory can be overwritten (or not) in 
the settings menu. 
Capable of accepting a secondary 
camera attachment and there is a full 
range of pouches, mounts, harnesses, 
and accessories available. 
Firmware language options are available. 
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1 chest camera (complete with standard 
32GB memory).
1 universal metal clip with 360-degree 
rotation OR 1x olice niform type 
attachment.
1 USB cable & 1 USB wall socket charger.
Optional single d olution.
Camera supplied with a 12 month “free of 
manufacturer defect” warranty. 
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